American 
Autowire 


1. This kit is designed to work with our 510683 Firebird Classic 
Update Kit. It is NOT intended to be used by itself or with any 
other aftermarket electrical system. 


2. This kit requires that you use the factory door harnesses. 
American Autowire does offer factory door harnesses for most 
applications, most require that you send in your original door 
boot for reuse. 
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1974-76 Firebird 

Classic Update Series 
Power Window ane! Lock Kit 
510703 Power Window and 
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Power lock harness installation instructions: 
1974-75 


Remove 30 amp fuse 
from BAT 2 location in 
fusebox and replace 
with supplied circuit 
breaker. 


power accessory 
10A accy connector 
Le 3 , 
=” 415A 


Trim the last portion 
of the circuit breaker 


leg off. 
E K 
T p- 
e papa 
To driver side K 
factory door lock Route wires to the driver side, cut to length, 
Harness then route remaining length to passenger 


side. Double the wires into the supplied 
terminals. 
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Use the accessory connector supplied 
with your Classic Update Kit. Plug 
into cavity indicated in red for 

battery power. 


To power lock 


switch on dashboard. 


j 


To passenger side 
factory door lock 
harness. 


Power window harness installation instructions: 92971863 
1974-75 


Use the accessory connector supplied 
with your Classic Update Kit. Plug 
into cavity indicated in orange for To good chassis ground 

battery power, and pink for ignition 
trigger. 


10A 
aed ove wii J 
Remove 20 amp fuse 15A 
from BAT 1 location in MIANO BREIL 
fusebox and replace 
with supplied circuit ee 
breaker. 10A 


Trim the last portion 


of the circuit breaker 
leg off. 


power accessory J 
accy connector 
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- f L To passenger side 
To driver side L factory window 
factory window harness 
harness. 


To window 
switch. 
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Power lock harness installation instructions: 92971863 
1976 


Use the accessory connector supplied 
with your Classic Update Kit. Plug 
into cavity indicated in red for 


Remove 30 amp fuse 
from BAT 2 location in 


fusebox and replace 10A battery power 
with supplied circuit sukin m a 
breaker. ISA) Eo, } 


re tame saretak ri 


a 5A 6307 Lapa 


Bu 100A 10A & J 
wee ede power accessory 


10A accy connector 
ro in 


-. 
= 15A 


Trim the last portion 
of the circuit breaker 
leg off. 
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To driver side To passenger side 
factory door lock factory door lock 
harness. harness. 


To power lock 
switch on dashboard. 
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Power window harness installation instructions: 92971863 
1976 


Use the accessory connector supplied 2004 
with your Classic Update Kit. Plug 
into cavity indicated in orange for 
battery power, and pink for ignition 


To good chassis ground 
10A 
Bah ve 


Remove 20 amp fuse 15A 
from BAT 1 location in PeZARO BACIA} 

fusebox and replace 

with supplied circuit “eo Bare 


breaker. 10A 
power accessory 


accy connector 


| Trim the last portion 
of the circuit breaker 
leg off. 
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To driver side G 
factory window 


To passenger side 
harness. j 


factory window 
harness. 


To window 
Page 5 switch. 


